CONSTRUCTION NOTES- SITE PLAN

TO BE READ IN FULL CONJUNCTION WITH ENGINEERS DRAWINGS. LEVELS
SITE SECURITY TREE LEGEND: IN THE ABSENCE OF A NEARBY OS BENCHMARK, THE TOP OF THE EXISTING CONCRETE SEPTIC
SITE TO BE MADE SAFE, AS TO NOT ALLOW MEMBERS OF THE PUBLIC TO ACCESS THE SITE FREELY DURING - TANK TO THE SOUTH-EAST CORNER OF THE SITE IS TAKEN AS THE LEVELS DATUM (0.00m). IN
CONSTRUCTION TO PROTECT THE PUBLIC FROM THE SITE IN ACCORDANCE WITH REGULATION 13.

EXISTING TREES TO BE RETAINED IN FULL AND +1.39m.
FOOTPATHS ADJACENT TO THE CONSTRUCTION SITE REQUIRE TO BE KEPT FREE OF MUD OR DUST IN 7 PROTECTED DURING CONSTRUGTION AS PER THE RELATION TO THE DATUM, THE EXISTING AND PROPOSED FINISHED FLOOR LEVEL IS +1.39m
ACCORDANCE WITH REGULATION 14. 77 RECOMMENDATIONS OF THE TREE REPORT BY TREE
THE CONSTRUCTION SITE IS TO BE FENCED OFF SO UNFINISHED OR PARTIALLY COMPLETE WORKS WILL LOGIC AS NECESSARY. DRAINAGE
BE KEPT SAFE AND SECURE IN ACCORDANCE WITH REGULATION 5. THE EXISTING DRAINAGE (FOUL VIA AN EXISTING SEPTIC TANK) DISCHARGES TO AN
ACCESSIBLE PARKING — — — ROOT PROTECTION ZONES OF THE ABOVE. UNDERGROUND PIPE AT THE ROADSIDE (SHARED WITH GLASS PRIMARY SCHOOL) WHICH

ACCESSIBLE PARKING PROVIDED BY ACCESSIBLE PARKING SPACES AS INDICATED ON SITE PLAN.

THESE SPACES SHOULD BE MARKED AND SIGNED TO CURRENT SPECIFICATIONS AND BE A MINIMUM OF
4800 x 2400mm WIDE WITH 1200mm HATCHED ACCESS ZONE BETWEEN SPACES AND TO THE REAR OF THE
SPACE.

ACCESS FROM THESE SPACES TO THE BUILDING TO BE PROVIDED BY A SUITABLE SURFACE WITH A
MAXIMUM GRADIENT OF 1:50

DROPPED KERBS TO BE PROVIDED WHERE REQUIRED AND ENTIRE TRAVEL PATH FROM ACCESSIBLE
PARKING BAYS TO PRINCIPLE ENTRANCE TO BE SUITABLY SURFACED FOR WHEELCHAIR USE.

DISCHARGES TO THE RIVER DEVERON AT THE BRIDGE AT THE BOTTOM OF THE HILL.

EXISTING TREES TO BE REMOVED.

— — — ROOT PROTECTION ZONES OF THE ABOVE.

THE ADDITIONAL RAINWATER DRAINAGE FROM THE PROPOSED EXTENSION IS TO DISCHARGE
TO A NEW PARTIAL RAINWATER SOAKAWAY AS SHOWN ON THE SITE PLAN DRAWING WITH
OUTFLOW TO THE EXISTING RAINWATER DRAINAGE SYSTEM. SURFACE WATER CONNECTION
TO EXISTING ROAD-SIDE DRAIN TO BE BEFORE/ABOVE THE FOUL WATER CONNECTION TO

— — — NEW PLANTING AS NOTED ON SITE PLAN DRAWING. AID DILUTION OF EFFLUENT.

BUILDING ACCESS

ACCESS TO BUILDING TO BE PROVIDED BY EXTERNAL STEPS.

RISE: 170mm (MAXIMUM)

GOING: 250mm (MINIMUM)

PATH ACCESS AREAS TO BE FORMED IN PAVING SLABS OR EQUAL.

RAMP ACCESS TO BE PROVIDED AS SHOWN ON DRAWINGS TO A min. 1.5m x 1.5m LEVEL PLATT AT DOOR.
RAMP TO BE A MINIMUM 1200mm WIDE ACCESS RAMP, MAXIMUM GRADIENT OF 1:15, MAXIMUM LENGTH
OF 5.0m AND A MAXIMUM RISE OF 333mm.

MINIMUM [.5 x |.2m LEVEL PLATT AT END OF RAMP AS SHOWN.

EDGES OF RAMP TO BE PROTECTED WITH EITHER 100mm HIGH RAISED KERB OR THE GROUND AT EACH
SIDE OF RAMP TO BE LEVEL BY AT LEAST 600mm.

PRINCIPAL ACCESS DOOR TO BE A MINIMUM 800mm CLEAR AND HAVE 300mm UNOBSTRUCTED SPACE AT
LEADING EDGE OF DOOR.

CLEAR GLAZED VISION PANEL(S) FITTED TO PRINCIPAL ACCESS DOOR MINIMUM 500mm - 1500mm ABOVE
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TANK IS UNDERSTOOD TO BE FUNCTIONING SATISFACTORILY, THE APPLICANT INTENDS TO
UPGRADE THE EXISTING SEPTIC TANK TO A SUITABLE ALTERATIVE NEW SEWAGE TREATMENT
PLANT TO IMPROVE THE EFFLUENT QUALITY TO THE RIVER (SEE NOTES TO DWG. NO. 30).

PARKING
PARKING TO BE PROVIDED TO OPPOSITE SIDE OF THE ROAD TO THE HALL AS PER APPROVED
PLANNING APPLICATION APP/2019/2434:

FLOOR LEVEL, WHICH CAN BE INTERRUPTED BY A SOLID SECTION BETWEEN 800mm - I.15m. . 20no, STANDARD CAR EARKING SPALES 4 CIOACH SRACE + min, loo. ACCESIIBLE
GLASS VIEWING PANELS TO BE FITTED TO PASSAGE DOORS TO AVOID COLLISION. SPACE (TO HALL SIDE OF ROAD).

ACCESSIBLE THRESHOLD TO DOOR WHERE ANY PROJECTION SHOULD HAVE A HEIGHT OF NOT MORE ¢ FINISHED IN CELLULAR PAVING SYSTEM (CELLPAVE HD OR SUITABLE ALTERNATIVE)
THAN [5mm, WITH ANY VERTICAL ELEMENT OF MORE THAN 5mm HEIGHT BEING PENCIL-ROUNDED OR

CHAMFERED TO AN ANGLE OF NOT MORE THAN 45° TO THE HORIZONTAL. (TO PROVIDE A MINIMUM AXLE LOADING OF 14 TONNES TO ALLOW ACCESS FOR
MINIMUM 750mm WEATHER PROTECTION CANOPY OVER PRINCIPAL ENTRANCE NOT STRICTLY PROPOSED COMMUNITY TREE FIRE AND SERVICE VEHICLES) WITH A NATURAL GRASS OVERALL APPEARANCE.
NECESSARY AS MAIN ENTRANCE IS EXISTING. PLANTING AREA - MIXED SPECIES . SWEPT PATH ANALYSIS SHOWS MERCEDES-BENZ ECONIC 2629LL REFUSE VEHICLE, AS
EMERGENCY VEHICLE SITE ACCESS ° PASSING PLACE SHOWN IN ORANGE HATCHING BETWEEN PROPOSED NEW ENTRY

ACCESS ROADS TO BE A MINIMUM 3.7m WIDE, ANY GATE TO BE A MINIMUM 3.5m WIDE, AND HAVE A
MINIMUM AXLE LOADING OF 14 TONNES TO ALLOW ACCESS FOR FIRE AND SERVICE VEHICLES. ACCESS
AVAILABLE TO PRINCIPLE (EAST/PUBLIC ROAD FACING) ELEVATION AND NORTH ELEVATION.

AND EXIT POINTS TO CAR PARK TO ALLOW SERVICE VEHICLE ACCESS TO (TURNING
IN/OUT OF) CAR PARK.
L]
* FIRST 5m min. BACK FROM ROAD EDGE TO HAVE FULL ROAD CONSTRUCTION (TARRED) AT
CAR PARK ENTRY AND EXIT POINTS AND AT SERVICE ENTRANCE.

LANDSCAPING

ALL PLANTING, SEEDING OR TURFING TO BE CARRIED OUT NOT LATER THAN THE END OF
THE FIRST PLANTING AND SEEDING SEASONS FOLLOWING THE FIRST COMMENCEMENT OF
DEVELOPMENT. ANY TREES OR PLANTS WHICH WITHIN A PERIOD OF FIVE YEARS FROM THE
COMPLETION OF THE DEVELOPMENT ARE DYING, SEVERELY DAMAGED OR SERIOUSLY DISEASED
ARE TO BE REPLACED IN THE NEXT PLANTING SEASON WITH PLANTS OF SIMILAR SIZE AND
SPECIES TO THOSE ORIGINALLY REQUIRED TO BE PLANTED. ONCE PROVIDED, ALL HARD
LANDSCAPING WORKS SHALL THEREAFTER BE PERMANENTLY RETAINED.
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